FUJI

Items

Code 11150210000762 11150210001070

Model Q-12000BTU Q-18000BTU
Rated Voltage 220v-240v 220v-240v
Rated Frequency 50Hz 50Hz
Pdesign-cooling (kW) 3,56 53
Pdesign-heating (kW)- average 2,7 3,9
Annual power consumption-cooling (kwh/a) 200 273
Annual power consumption-heating (kwh/a) -average 943 1365
GWpP 675 675
Pdesign-heating (kW) -warmer 3,4 4,3
Annual power consumption-heating (kwh/a) -warmer 927 1158
Cooling Capacity (BTU/H) 11942 18083
Cooling Capacity (kW) 3.5(0.8-4.1) 5.3(1.3-5.7)
Heating Capacity (BTU/H) 12966 18425
Heating Capacity (kW) 3.8(1.0-4.2) 5.4(1.3-5.5)
Cooling Current (A) 5.6(0.7-7.8) 7.8(2.2-9.3)
Heating Current (A) 4.9(1.5-8.0) 6.5(2.0-8.0)
Cooling Input (kW) 1.18(0.1-1.6) 1.65(0.29-2.1)
Heating Input (kW) 1.10(0.3-1.6) 1.47(0.25-1.8)
Dehumidification capacity (L/h) 1,7 2,5
SEER Cooling 6,1 6,8
SEER energy class A++ A++
SCOP Heating -average 4 4
SCOP energy class -average A+ A++
SCOP Heating -warmer 51 52
SCOP energy class -warmer A+++ A+++
Max. Input Current (A) 9,5 12
Max. Input Power (kW) 1,9 2,5
Max. Discharge Pressure (Mpa) 4,3 4,3
Max. Suction Pressure (Mpa) 2,5 2,5
Refrigerant R32 R32
Refrigerant Quantity (kg) 0,56 0,85
tCO2eq. 0,38 0,57
Air Flow Volume (m3/h)-indoor-multi speed (Turbo-Hi-Mid-Low-Si) 600/550/500/400 950/800/700/600
Air Flow Volume (m3/h)-indoor 600 850
Air Flow Volume (m3/h)-outdoor 1800 2600
Indoor/Outdoor Unit Noise(Sound Power) (dB) 56/62 58/62
Indoor Unit Net Weight (kg) 7,5 11,5
Outdoor Unit Net Weight (kg) 22,5 27
Dimension(indoor)-net 761x296x199 960%315%221
Dimension(indoor)-package 825x367x277 1020%x375%305
Dimension(outdoor)-net 705%530%280 785x555%x300
Dimension(outdoor)-package 825x595x345 903%x615x%382
loading quantity (1*40HQ)-without Pipes&Cables 293 208
Stop valve dimension Dg4/Dg8 (1/4-3/8) | Dg4/Dg10 (1/4-1/2)
Compressor model KSN98D34UERS3 C-1RZ140H3DDF
Compressor brand GMCC SANYO
Indoor Electric Shock Prevention Class | Class |
Indoor Water-proof Class IPX0 IPX0
Outdoor Water-proof Class IPX4 IPX4
Max pipe length (m) 25 30
Max installation fall (m)--*both indoor higher or outdoor higher* 15 20
Additional added gas charge per meter added copper pipe (g) 20 25
Max pipe length (m) for pre-charge gas 5 5
Ambient Temp-cooling -15~48°C -15~48°C
Ambient Temp-heating -25~32°C -25~32°C




